CONTRACT NO. 983950

Holes in_galvanized. stee! post _and

aluminum collar = bolt § + lg”.
FHoles in stainless steel sleeve
bolt ¢ + 3¢

@ Cottar 1.D. shall be manufactured to correspond
to 0.0. of actuai gaivanized post and stainless
steel sleeve plus 'g” (*ig”).
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lg*" before tightening bolts.
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16 go._ stainless_steel

Strip - 97 wide
(See Detail of Sleeve)

Bolts, washers lncluding confoured washers),
and lockanuts shall be stainless steel.

Wrap 516,
outside end 7~ 5.V
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2 [ Bottom edge_of stainless
'2'*1 steel sleeve and collar
36 - 45° chamfer
DETAIL A on inside of collar to
(Twe Tocations) facilitate field assembiy
B , P
*1 % —-| f~5/6
| Grind or Grind or machine
machine fo to fit Insids
fit outside radivs of post
radius of collar

ci\projects\d982822\ald13\old13p5.dgn

50.0@%0 ‘ / IN,

10/12/2006
= headen

=

PLUT DATE
FILE NAME
PLOT SCALE

USER NAM!

CONTOURED WASHERS

AN
AN
RN
~%
et
Py o=
N
Wl W
-
16 [
557 thick /
ribs, fyp.
¢ Boi i \
DETAIL B
Two locations
(For detaiis not shown, see Detail C)
Galv._coupling
and plug. 4
Install after _Inside wall
galv. post. of post
R —
/47_

Bevel inside 1o
facilitote wiring

—n« 147 (25"} opening

DETAIL OF STAINLESS STEEL SLEEVE

Contoured
Boit Washers
Size | Hole
Dia. 5
75// Iz 2/?/,
Iz |3
1/4 v 138” 3/4/,
NUMBER

REVISTON DATE

0SC-A-3 rr-05

Weld to pest after galvanizing.
(Prepare post surface fo insure

tight, uniform fif and allow welding.)

Welds to be 15 long at 67 cts.
along top edge and at 4" opening.

5 Qptional full penefration weld in cogz?r.
(Two locations maximum...(180° apart)...X-ray or UT 100X)

a + 0.D. Cherd + 1”

@ Orient pipe toward walkway side.
Hole in post = 0.0. pipe + 57
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0.D. Post + 107
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PLAN VIEW - TOP OF COLUMN

Detail C

DETAIL D
SECTION C-C
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@ Upper and lower cennection bolts in collar and bolts ab lower chord
connsction shall be high slrength with matching lockputs. Connection

bolts shall have £ stainless steel flal washers each.

Clip b5 x b

 thick ribs
(four locations)

Hole in aiuminum plate
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SECTION THRU POST ABOVE LOWER CHORDS
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DETAIL C

Grind top If required fo fully seat aluminum plate and stainless steel sheef.

After tightening lower connection bolts,

silicone caulk suitable for exterior exposure and agccepfable fo the
Enginger. Cost s included In Overhead Sign Structure Cantilever.

3 sides

Fill gap with non-hardening,
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